When a flying object becomes supersonic, a concomitant increase in drag leads to a considerable rise in fuel consumption. We show experimentally that an embarked terawatt femtosecond laser can significantly decrease this drag. We measured a 50% transient reduction of drag on a test model placed in a supersonic wind tunnel at Mach 3. This effect was initiated by the thin hot air column created in front of the supersonic object by filamentation of the laser pulse. We also show that this technique offers possibilities for steering.
INTRODUCTION
When a body moves in the atmosphere with a velocity V ∞ exceeding the sound velocity c 0 , a shock wave is generated. This leads to a considerable increase in the drag experienced by the supersonic object towing the shock wave (1) . This shock wave increases fuel consumption and produces a sonic boom that renders regular supersonic flight above populated area unacceptable. A common strategy to mitigate these nefarious effects is to give a long and slender shape to the body in the form of a spike. This results in a gradual deviation of the flow with a weaker oblique shock and sonic boom.
However, there are limits imposed on the aspect ratio of the spike, either because of structural constraints (vibrations and mechanical stress) or constraints related to maneuverability. Several authors have suggested that an immaterial spike in the form of a long plasma column would help circumvent these limits (2) (3) (4) . The plasma filaments formed by ultrashort laser pulses are particularly attractive for this purpose because of their ability to produce linear energy deposition over distances ranging from centimeters to meters (5) (6) (7) (8) . Even the small disturbance created by a weightless laserinduced spike should lead to a substantial improvement of the drag coefficient of the flying object without affecting otherwise its flying performances. It could also be used to provide a steering mechanism with no moving mechanical parts. However, the actual demonstration of this phenomenon is still lacking.
We have successfully reduced by half the instantaneous drag experienced by a test model placed in a Mach 3 supersonic wind tunnel. This is achieved by an intense ultrashort infrared laser pulse emerging from the front of the model. The converging laser pulse deposits part of its energy upstream along a thin filamentary plasma column (9, 10) . Convection pushes the subsequent hot air disturbance to the front of the test model, where its expansive cooling leads to a depression responsible for the reduction of drag. Hydrodynamic simulations show that the average drag reduction with a laser operating at multiple kilohertz repetition rate could amount to 10 to 20%.
MATERIALS AND METHODS
The principle of the experiment is the following (more details about the experimental set up are found in the supplementary materials). A test model was inserted in a Mach 3 supersonic wind tunnel. It was a blunted cone, 60 mm in diameter, mounted on a balance equipped with three high-stiffness strain gauges to measure the axial component of the drag. Two piezoelectric pressure transducers were also mounted on the sides of the test model to record the pressure fluctuations on the upper and lower parts of the model. The comparison between the top and bottom pressure signals also provides information about the pressure asymmetry with respect to a vertical plane (see Fig. 1A ). A femtosecond laser pulse from a mobile terawatt laser was guided in the test model body and emerges from the nose of the object at the stagnation point location through a 3-mm hole. The beam was focused into the flowing air, with a focal point located about 50-mm upstream of the body. In view of its terawatt peak power, the propagating laser pulse assumes a narrow and intense filamentary beam waist around the geometrical focus of the laser beam (see Fig. 1B ). The peak laser intensity in the filament region was sufficiently high to ionize air molecules. The deposited laser energy led to the sudden creation of a short-lived plasma column and to the subsequent development of a shock wave that expanded laterally, leaving behind a long-lived hot and thin neutral air channel of reduced density (11, 12) . A wavefront sensor [Phasics SID4 HR (13) ] provided the sign and magnitude of the filamentationinduced changes of neutral air density in the low-density channel and in the lateral shock wave at various times after the laser pulse. These variations were used to compute the energy deposited in the flow by the laser filament (see the supplementary materials).
A second collimated nanosecond laser pulse propagating perpendicular to the air flow axis was used for imaging the low-density column, the lateral shock wave, and the supersonic shock wave surrounding the body by the schlieren technique. Briefly, any irregularities in the air refractive index, such as reduced or increased air density zones, diffract the collimated laser beam. By collecting the diffracted rays of the nanosecond laser pulse as a function of its delay with respect to the femtosecond laser pulse, one obtains nanosecond time-resolved images of the shock waves and of the evolving low-density canal.
RESULTS AND DISCUSSION
A notable signal is measured by the balance in response to a laser pulse (see Fig. 2 ). The comparison of the sign of the signal with that obtained from calibrated percussion of the test model nose shows that there is a transient reduction of drag induced by the laser pulse (see the supplementary materials for the procedure). However, because of its limited bandwidth, the balance acts as a filter for the true drag, which leads to a delay of its response, as seen in Fig. 2 . From this filtered drag signal, however, one can compute the mechanical impulse imparted to the test model. The true time evolution of the drag is retrieved by comparison between experimental results and simulations (as shown below).
Schlieren images recorded at different delays from the femtosecond laser pulse allow understanding the origin of the drag reduction. Figure 3 shows the neutral air density measured by the wavefront sensor and the schlieren image of the flow field around the body with the laser in the absence of air flow. In this image, recorded 6.2 s after the laser shot, one can observe a 10-cm-long central hot channel of low air density generated by the filament and a radially expanding shock front, more apparent in movies S1 and S2. In the presence of air flow, the hot channel is convected toward the test model front nose where it interacts with the detached bow shock. The simulation shows that the combination of the radial density gradient of the hot channel with the axial pressure gradient of the shock front induces a baroclinic torque that produces vorticity (14) and induces a forward-propagation recirculating bubble. During this phase, the pressure at the model nose front rises, and the drag signal shows a small increase, as shown in Fig 2. This transient increase is due to the interaction of the conical shock formed by the expanding recirculating bubble and the detached shock of the blunt body. This interaction deflects the incoming flow inward, resulting in a high-pressure jet impinging on the front nose. When the hot channel is entirely convected in the recirculating zone, the forward propagation ceases. The recirculating flow forms a toroidal vortex that expands radially and then progressively flows downstream along the test body surface (Fig. 4) . As can be seen in Fig. 5 , these schlieren images are well restituted by the hydrodynamic code CEDRE from ONERA, where the measured deposited laser energy and the air flow conditions are taken as input conditions (15) . The lower pressure at the core of the vortex is at the origin of the drag reduction. It corresponds to a peak reduction of drag amounting to more than 50% when the deposited laser energy reaches 10 mJ (see Fig. 2 ). The quantity of absorbed laser energy is obtained from absolute measurements of density in the heated air channel.
We have also performed measurement with a slight misalignment of the laser direction with respect to the blunt body axis. It results in an asymmetric disturbance of the shock wave (see Fig. 6 ) that can act as a mechanism for guidance. Since the shock front becomes more detached from the object surface in the upper part of the figure, it leads to a net asymmetric drag that steers the object upward, a fact confirmed by the different responses of the vertically mounted piezoelectric pressure gauges.
PERSPECTIVES
This experiment is meant as a proof-of-principle demonstration. The experiment was carried out with a laser of low repetition rate (10 Hz). Since the flow disturbance dies after 300 s, the average change of drag is insignificant. In addition, the weight of the laser (~1.2 tons) is prohibitive. Is the idea of an embarked laser in a supersonic vehicle nevertheless reasonable? We note that rapid progress is being made in the technology of all solid, diode-pumped terawatt laser systems operating at a repetition rate of multiple kilohertz (16) . Filamentation in air over distances reaching several meters has been demonstrated recently with a kilohertz terawatt laser prototype (17) . Prototypes operating at several kilohertz are under development. Our simulations show that a 10-kHz terawatt laser with a filament length similar to that of our experiment should reduce the average drag by 10 to 20% for a Mach 3 speed. Increasing the filament length would further improve the efficiency of the immaterial spike (6) . Diode-pumped lasers have good overall efficiency, and their weight can be substantially reduced since the vital components of the laser (diodes, gratings, mirrors, and amplifying films) are light, while accessories such as power supply and cooling could be derived from the flying vehicle. In addition, we reiterate that slightly deviating the beam direction from the vehicle axis presents a possible means of weightless steering. We therefore believe that a supersonic vehicle equipped with a laser spike is in the realm of future possibilities.
SUPPLEMENTARY MATERIALS
Supplementary material for this article is available at http://advances.sciencemag.org/cgi/ content/full/4/11/eaau5239/DC1 Section S1. Experimental setup Section S2. Characteristics of the femtosecond laser Section S3. Details of the test model Section S4. Extraction of the change of drag induced by the laser pulse Section S5. Wavefront sensor device to measure the filament induced changes of air density Section S6. Simulations Fig. S1 . General view of the experimental setup. Fig. S2 . Response of the strain gauge to a femtosecond laser pulse and to a percussion shock from a falling sphere. Movie S1. Schlieren images showing the time evolution of the laser energy deposition in the Mach 3 flow. Movie S2. Schlieren images showing the time evolution of the laser energy deposition in quiescent air at atmospheric pressure.
